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FINISHED GRADE
LEVEL

REMOVABLE COVER

r7
-.-1/2" DIA, X 12" HIGH

NICKEL TIPPED ROOF TERMINAL
THOMPSON CAT. 155 (OR EQUAL)

SWIVEL CONNECTOR
THOMPSON CAT. #27 (OR EQUAL)

FLAT SURFACE
ADHESIVE MOUNT BASE
THOMPSON CAT. 1688
(OR EQUAL)

LIGHTNING PROTECTION CABLE
32 STRANDS, 17 GA, 7/16" DIA.
BARE COPPER
THOMPSON CAT. #32
(OR EQUAL)

AIR TERMINAL
DETAIL 1

N.T.S.

ADHESIVE CABLE HOLDER
THOMPSON CAT. 1186X
(OR EQUAL)

LIGHTNING PROTECTION 

CABLE SUPPORT

DETAIL 2
N.T.S.

LIGHTNING
PROTECTION CABLE
32 STRANDS, 17GA
7/16" DIA., BARE
COPPER
THOMPSON CAT. 132
(OR EQUAL)

NOTE:

1. BENDING RADIUS OF ALL CONDUCTORS
SHALL BE NOT LESS THAN 8 INCHES.

AIR TERMINAL
ON ADHESNE MOUNT BASE

ROOF

DOWN CONDUCTOR SUPPORT 

AND TERMINATION 
DETAIL 5

N.T.S.

UGHTNING
PROTECTION CABLE

VFC THRU WALL CONNECTOR
NO. 226-6 OR EQUAL

(PROVIDE COMPLETE
SEAL OF THIS PENETRATION)

BONDING JUMPER
TO BUILDING
STRUCTURAL STEEL
/4/0 STRANDED
BARE COPPER.

DOWN CONDUCTOR
14/0 STRANDED
BARE COPPER

SEALING BUSHING
0- Z/GEDNEY
CAT. IFR-150
(OR EQUAL)

ALUMINUM
ALLOY
STRAP WITH
SPACER

1" PVC CONDUIT
(WHITE COLOR)

:tf.)

,\Y \<

/%/\%/`//•

•

EXOTHERMICEXOTHERMIC
WELD

1N.

GROUNDING .
CONDUCTOR

14/0 STRANDED. •
BARE COPPER
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2' -0" DIA. CIRCLE
OF CONCRETE AROUND
WELL

• //
_

\Y >7/NY 

\\ 

X\\ Lai
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SECTION OF BELL
AND SPIGOT PIPE
1' -0" DIA., 2' -0" LENGTH

 — GROUND ROD
10'--3/4" DIA.
COPPER CLAD STEEL
THOMPSON CAT. 1TL3410
(OR EQUAL)

GROUND ROD WITH 
ACCESSIBLE TEST WELL 

DETAIL 3
N.T.S.

RAISED FLOOR
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RAISED FLOOR
PEDESTAL (TYP.)

/8 STRANDED BARE
COPPER TO EVERY
OTHER PEDESTAL

a. • 
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NOTES:
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1. REMOVE PAINT ON THE RAISED FLOOR PEDESTALS IN THE AREAS WHERE THE
GROUND CLAMPS ARE ATTACHED.

COMPUTER ROOM GROUNDING 

DETAIL 4
N.T.S.

#8 STRANDED BARE
COPPER TO EVERY
OTHER PEDESTAL

GROUND CLAMP WITH
CABLE CONNECTOR
SIMILAR TO 0.Z ./GEDNEY
TYPE - G-3506,
(OR OTHER SIZE TO
ACCOMMODATE ACTUAL
PEDESTAL STEM
DIMENSIONS)

1 4 / 0 STRANDED BARE
DOWN CONDUCTOR

COPPER

EXOTHERMIC
. WELD CONNECTION

.FACILITY GROUND BONDING CONDUCTOR
LOOP CONDUCTORS flialt/E0 CSOTRANwErD

LIGHTNING PROTECTION 
EARTH GROUNDING 

DETAIL 6
N.T.S.

E. 3

ROUND ROD
10'x 3/4" DIA.
THOMPSON /113
(OR EQUAL)

FIELD VERIFIED TO CONFIDENCE LEVEL C.
REVISED PER ECN 1251

10

REFERENCE DRAWINGS;
H-2-132058
H-2-132060
H-2-132062
H-2-132065
H-2-132067
H-2-132069
H-2-132071
H-2-132111

SF MASAN
8-30-96

)“/ 
CHAMBERS
8-30-96

.0 4

o 0.

BOND /2 AWG INSULATED GROUND WIRE
IN 3/4' CONDUIT TO NEAREST TRAY

BOLTED CONNECTION TO GROUND CUP

666
O 0 0 •

'—'—U

O • 0..0 0.
0• - •

BOLTED CONNECTION TO GROUND CLIP

BOND 12 AWG INSULATED GROUND WIRE
 Imo IN 3/4" CONDUIT TO NEAREST TRAY

TYPICAL GLOVEBOX GROUNDING

DETAIL 7
N.T.S.

All previous
Revisions submitted
to Project File for
W-026

Proj. f W-026

EDT 702885

United Engineers & Constructors, Inc.
has changed its name to
Raytheon Engineers & Constructors, Inc.
as of January 1. 1994.

United Engineers
& Constructors
A Raytheon Company

Western Operations

BY DATE

DESIGNED E.KOPYLOV 4/3/92

DRAWN A.OSTWAU) 4/6/92
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WRAP MODULE I
GROUNDING & LIGHTNING
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3/1/93 SIZE BLDG NO. INDEX NO. DRAWING NUMBER REV

REV NO DESCRIPTION REV BY/DATE CHK BY/DATE APPROVALS/DATE

REFERENCE DRAWINGS REVISIONS

OTHER

DRAWING TRACEABIUTY UST NEXT USED ON: CADFILE: B131828A CADCODE: 2C: IBM: ACD2: 11: NN

BAPPQQD_ FAR IMPLEMENTArti

FOR DATE /9 6'

D 2336—W 7309 H-2-131828 3
SCALE: I +el PROJECT NO. 6237.007 SHEET 1 OF 1

FORM 6237BORD
PREVIOUS REVISIONS WERE NOT RELEASED INTO

THE HANFORD ENGINEERING DRAWING SYSTEM
COMPUTER GENERATED: NO MANUAL CHANGES ALLOWED


	227117816.PDF
	1.TIF


